         T       TRU-TAIN DX RETAINER/SPLINT

1.TRU-TAIN DX PLASTIC HAS A PROTECTIVE FILM
   ON BOTH SIDES OF PLASTIC. REMOVE THIS BEFORE 

   FORMING.

2. ON A VACUUM MACHINE MAKE SURE THE HEATING
    ELEMENT IS HOT BEFORE PLACING PLASTIC IN THE

    MACHINE.

3. PLACE PLASTIC INTO THE MACHINE FRAME AND SLIDE

    TOWARD THE HEATING ELEMENT. HEAT PLASTIC UNTIL
     IT SAGS ½ INCH IT TAKES 30 SECONDS.

4. TURN VACUUM ON AND SLIDE FRAME WITH PLASTIC

    OVER THE MODEL. LEAVE VACUUM ON 20-30 SECONDS.

5. SPRAY PLASTIC WITH INSTA-COOL FREEZE SPRAY TO

    COOL PLASTIC. (OPTIONAL)

6. TRIM PLASTIC OFF OF MODEL WITH A WHEEL SAW, BUR

    OR ELECTRIC TRIM KNIFE. FINAL TRIM WITH A CROWN

    & BRIDGE SCISSORS.

7. ANY QUESTIONS CALL TRU-TAIN AT 1-800-843-0904.

    (ALL MATERIALS AVAILABLE IN 5”X5” SQUARES AND

125 MILLIMETER CIRCLES FOR BIOSTAR/MINISTAR

            CODE: 113 FOR .040, CODE 103 FOR .030 TRU-TAIN DX)
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